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Randall Draft Solar PV Revisions (IFC)
4/12/2013

Note: Jeff’s edits shown in blue.

105.7.13 Solar photovoltaic power systems. A construction permit is required to install or
modify solar photovoltaic power systems.

605.11 Solar photovoltaic power systems. Solar photovoltaic power systems shall be installed
in accordance with Sections 605.11.1 through 605.11.4, the International Building Code and
NFPA 70.

Exception: Detached, nonhabitable Group U structures including, but not limited to, parking
shade structures, carports, solar trellises, accessory structures to a residence (such as a detached
shop, barn, or garage) and similar structures shall not be subject to the requirements of this
section.

605.11.1 Marking. Marking is required on interior and exterior direct-current (DC) conduit,
enclosures, raceways, cable assemblies, junction boxes, combiner boxes and disconnects.

605.11.1.1 Materials. The materials used for marking shall be reflective, weather resistant and
suitable for the environment. Marking as required in Sections 605.11.1.2 through 605.11.1.4
shall have all letters capitalized with a minimum height of 3/8 inch (9.5 mm) white on red
background.

605.11.1.2 Marking content. The marking shall contain the words "WARNHNG: PHOTOVOLTAIC
POWER SOURCE.”

605.11.1.3 Main service disconnect. The marking shall be placed adjacent to the main service
disconnect in a location clearly visible from the location where the disconnect is operated.

605.11.1.4 Location of marking. Marking shall be placed on interior and exterior DC conduit,
raceways, enclosures and cable assemblies every 10 feet (3048 mm), within 1 foot (305 mm) of
turns or bends and within 1 foot (305 mm) above and below penetrations of roof/ceiling
assemblies, walls or barriers.

605.11.2 Locations of DC conductors. Conduit, wiring systems, and raceways for photovoltaic
circuits shall be located as close as possible to the ridge or hip or valley and from the hip or
valley as directly as possible to an outside wall to reduce trip hazards and maximize ventilation
opportunities. Conduit runs between sub arrays and to DC combiner boxes shall be installed in
a manner that minimizes the total amount of conduit on the roof by taking the shortest path
from the array to the DC combiner box. The DC combiner boxes shall be located such that
conduit runs are minimized in the pathways between arrays. DC wiring shall be installed in
metallic conduit or raceways when located within enclosed spaces in a building. Conduit shall
run along the bottom of load bearing members

605.11.2 Roof Accessibility Plan — Pitched roofs.




OO NOOYULDS WN B

W W WWWWWNNNNNNNNNNRRPRPRREPERRERREPR PR
O U DS WNREPROWOVUWOWMNOODULD WNROOLVLONOOOULD,WNIERO

w w
0o

39
40
41
42
43

Randall Draft Solar PV Revisions (IFC)
4/12/2013

A plan shall be prepared showing how each building equipped with a rooftop solar PV system
can be accessed by fire personnel. Each plan will provide:

1. A drawing and/or photos indicating solar and non-solar roofs and indicating:

a. _The location and areas to be covered by solar modules including building
integrated solar modules, and

b. The location of inverter(s), AC and DC disconnects, and metering.

c. Areas appropriate roof access points including where fire department ground
ladders can be deployed.

d. Available areas for roof ventilation and alternative ventilation (e.g. — horizontal
through exterior walls, windows, or doors) where the entire roof area will be
covered with solar modules.

2. Exceptions: The requirements for the fire plan can be modified or waived by the fire
chief where it is determined that vertical ventilation techniques will not be employed.

3. Exception: Buildings under 10,000 s.f. in size where the solar array will cover less than
40% of the roof area over any floor will not be required to provide a plan and are
presumed to provide reasonable roof fire access and ventilation opportunities.

4. Exception:- Solar arrays consisting of building integrated components are not subject to
the access requirements as they are not a barrier to access.

605.11.3 Access and pathways. Roof access, pathways, and spacing requirements shall be
provided in accordance with Sections 605.11.3.1 through 605.11.3.3.3.

Roof access, pathways, and spacing requirements shall be provided to facilitate fire fighting
operations on the roof.

Exceptions:

1. Structures shall be designed so that each photovoltaic array is no greater than 150 feet (45
720 mm) by 150 feet (45 720 mm) in either axis.

2. Panels/modules shall be permitted to be located up to the roof ridge where an alternative
ventilation method approved by the fire chief has been provided or where the fire chief has
determined vertical ventilation techniques will not be employed.

605.11.3.1 Roof access points. Roof access points shall be located in areas that take into
account de-nretreguire the placement of fire department ground ladders over openings such as
windows or doors, and located at strong points of building construction in locations where the
access point does not conflict with overhead obstructions such as tree limbs, wires, or signs.

605.11.3.2 Residential systems for one- and two-family dwellings. Access to residential

systems for one- and two-family dwellings shall be provided-in-accordance-with-Sections
60511321 through-605-113-24- reviewed and approved by the local jurisdiction.
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605.11.3.3 Other than residential buildings. Access to systems for occupancies other than one-
and two-family dwellings shall be provided in accordance with Sections 605.11.3.3.1 through
605.11.3.3.3 meeting the requirements of the local jurisdiction.

Exception: Where it is determined by the fire code official that the roof configuration is similar

to that of a one- or two-family dwelling, the residential access and-ventilationreguirementsin
Sections-605-11-3-2-1-through-605-11-3-2-4-shall be permitted to be used.

605.11.3.3.2 Pathways. The solar installation shall be designed to provide designated
pathways. The pathways shall meet the following requirements:

1. The pathway shall be over areas capable of supporting the live load of fire fighters accessing
the roof.

#thfeer—aeeesa-Hg—qu—Feef— The pathway shal/ be minimum of 3 feet c/ear
3. Shall be a-straightlinenotlessthand4feet{d290-mm} located to clear to skylights or

ventilation hatches.
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4. Shall be a-straightline-nottessthandfeet{31290mm} located to clear te-roof standpipes.
5. Shall provide nretless-than4-feet{1290-mm} clear access around roof aceess hatches with-at

AaR-4 a¥a ada

605.11.3.3.3 Smoke ventilation. The solar installation shall be designed to meet the-fellowing
reguirements:-the requirements for smoke ventilation practices utilized by the local fire
jurisdiction.

605.11.4 Ground-mounted photovoltaic arrays. Ground-mounted photovoltaic arrays shall

comply with Sections 605.11 through 605.11.2 and this section. Setback requirements shall not

apply to ground-mounted, free-standing photovoltaic arrays. (Jeff R. note: previous language

restored from current 2012 IFC). A-clearbrush-freeareaof10-feet{3048-mm)shallbe
ad f I ol ltai .




